
EASYSeal Water Seal+ 
 

Benefits & Uses 

EASYSeal Water Seal+ is a high performance water repellent for all porous  
building materials using technology which is proven to increase Thermal Efficiency, thereby 
reducing heating costs. The product can be applied to already damp surfaces which will then, over 
time dry out, as the coating allows water to escape out but not penetrate in.  

For the treatment of:  Walls; Fountains; Monuments; Garden stones and paving; Headstones 

Can be used on timber structures and fences. 

Expectations & Limitations of the Product 

Expectations EASYSeal Water Seal+ is designed to impregnate the surface and be applied to 
already damp surfaces which will then, over time dry out, as the coating allows 
moisture to escape out but not penetrate in.  Minor or no change to the 
substrate appearance. 

Limitations No stain proofing qualities. 

Not suitable for honed, polished, previously sealed or glazed surfaces. 

Must be applied to clean surfaces. 

Instructions for Use 

Prior to Use Always test a small area before use to ensure compatibility and that the finished 
result is acceptable. 

Surface should be clean, dry and free from mould, algae and efflorescence 
before applying. 

 If the surface has been cleaned prior to application, all traces of the cleaner 
must be removed with a pressure washer from the surface as remaining residue 
could render the stone impermeable. 

Do not use in wet weather or if rain is forecast within 4 hours of application.  

Ideal ambient and surface operating temperature is between 10ºC to 20ºC. As a 
guide ensure the surface of the stone is cool to touch.  

Do not apply in direct sunlight. 

In hot weather conditions apply early in the morning before surface 
temperature starts to rise. 

Application Use neat as Supplied. 

Shake well before use.  

Apply a generous even coat. 

For particularly textured stone we recommend to use a long pile roller or low 
pressure sprayer.  



 

  

If used on horizontal surfaces, mop up pooling or runs with a rag or lint free 
cloth as you go.  

For porous surfaces, apply 2 coats. *Apply the second coat whilst the surface 
remains damp from the first coat, timing depends on temperatures. 

Optimum performance is reached after 2-3 days. 

Once an application has been applied do not use the coated area for at least 4 
hours after application.  

Allow product to cure for 24hrs before subjecting to heavy use - increase this 
time in cold, damp conditions. 

NOTE: Coverage depends on the porosity of the surface and its texture. If the 
surface is particularly uneven or particularly porous, more liquid will be used. 

Clean tools and other equipment with warm soapy water immediately after use. 

Examples of the issues arising from inappropriate or incorrect application 

Poor Results From extensive use in the market to date we have had no instances of problems 
with the product or damage to surfaces on which it is used.   

Storage & Display 

Do not store or display below 5ºC. Keep out of direct sunlight and protect from frost. 

Health & Safety 

Keep out of reach of children  

Do not get in eyes, on skin, or on clothing. 

Wear protective gloves/protective clothing/eye protection/ face protection. 

IF SWALLOWED: Immediately call a POISON CENTER or doctor. 

IF ON SKIN: Wash with plenty of soap and water. 

IF IN EYES: Rinse cautiously with water for several minutes. Remove contact lenses, if present and 
easy to do. Continue rinsing. 


